
HMDC 25 HMDC 20 HMDC 16 HMDC 14

£25,810.00 £20,180.00 £18,980.00 £16,670.00

COST

DIMENSIONS

OPTIONAL EXTRAS

Sprung compensating axles

Hydraulic brakes

Hydraulic tailgate

L.E.D lights

Side reflectors

Heavy duty 50B weld on eyes

Hand brake

Wheel nut indicators

Super single wheels 385/65R 22.5

STANDARD SPEC

28 29All prices are current and are ex VAT. Quoted measurements may change without notification

Compact, strong & manoeuverable tipping 

COMMERCIAL DUMP

Gross Capacity 15 cubic m (25T) 12 cubic m (20T) 9.6 cubic m (16T) 8.4 cubic m (14T) 

Body Length 6500mm (21ft 3in) 5200mm (17ft) 4700mm (15ft 5in) 4400mm (14ft 5in)

Width 2550mm (8ft 4in) 2550mm (8ft 4in) 2550mm (8ft 4in) 2550mm (8ft 4in)

Body Depth 1227mm (4ft) 1227mm (4ft) 1227mm (4ft) 1027mm (3ft 4in)

Platform Height 1046mm (3ft 5in) 1046 (3ft 5in) 1046 (3ft 5in) 1118mm (3ft 6in) 

Tipped Body Height 7196mm (23ft 7in) 6210mm (20ft 4in) 5920mm (19ft 5in) 5440mm (17ft 10in)

Axle size 3 x 127mm round 2 x 127mm round 2 x 127mm round 2 x 90mm square

Axle type (standard fit) 420 x 180 high sp 420 x 180 high sp 420 x 180 high sp 400 x 80 ag sp

Side thickness 8mm 6mm 6mm 6mm

Chassis size 250 x 150 box 250 x 150 box 250 x 150 box 250 x 150 box

Overall length 8586mm (26ft 11in) 7284mm (26ft 11in) 6516mm  (21ft 5in) 6484mm (21ft 3in)

Wheels and tyres 385 / 65 R 22.5 385 / 65 R 22.5 385 / 65 R 22.5 385 / 65 R 22.5

High speed axles (HMDC 14 only) 
- £700.00
Air/oil twin line braking - £1235.00
ABS with air brakes - £2540.00
Hydraulic load sensing valve - £685.00
Mudguards and mud flaps - £765.00
Flashing beacon - £145.00
Adjustable sprung drawbar - £1440.00

Thicker floor and sides - £POA
Alterations to standard body sizes 
- £POA
Rear drawbar and services - £745.00
Side marker lights - £275.00
Anti jack rams - £800.00
Hardox - £POA
Rope hooks for trailer tilts - £130.00

Custom colour - £650.00
Passive steering axle - £2320.00
Forced steering axle - £3980.00
Central tyre inflation system - pg 35
Full selection of wheels & tyres - pg 34

KEY DETAILS

Strong chassis built from 
steel rectangular section

Fully welded sides and floor

Folded side panels for 
strength

Rubber pads used between 
chassis and body

Wide chassis for stability

Half pipe design for light 
weight trailer

Hydraulic tailgate with extra 
top pivot to avoid bridging

All of our trailers are shotblasted prior to painting, followed by 2 pack epoxy primer 
& 2 pack polyurethane top coat. 

01277 899 604    info@hmtrailers.co.uk


